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GODEX G530|BARKOD YAZICI

Bask metody
Bask Cozonurligl
Basia hiz (Maksimum)
Bask uzunluu

Baska genisii

Hatiza

isiemci

islem arabirimieri

Haberlesme

Etiket alglama sensord
Sertifikalar

Genlsik
Voksekik

Uzl

A

Kasa

G giis seki

g kaynad (Girs)

Direkt termal / Termal transfer Baski

300 PI (12 dots/mn)

102 mmysaniye

4~ 762mm

25,4 mm ~ 105,7 mm

16 B DRAM, 8 HB Flash KOM (4 MB Kullanicya agk)

32 bit RISC islemc

1 adet dufime (FEED) ve 1 adet 2 renki (Yesil ve Kirmiz) LED (Ready ve Status)
Stendart; RS 232C, USB ve Ethernet

Opsiyonal: LPT ve USB

Nansitmall (Hareketl) ve birbirni gormeli (2 adet ve ortada - sabit)
(CE(EMC), FCC Ciass A CB. cUL e CCC

226 mm
171 mm
285 mm
27249
ABS Pastik

Haric elektrik adaptorl

100V-240VAC, S0~£002 (Auto Switch) E




[image: image2.png]Gasma ortam scakig
Sadama scakig

Caltgma ortami nem oran
Sakiama ortami e oran!
o

Genisik

etk

Kuka ¢ capt

ket dis capt

T
Sanen yond
Uzunlu
Genislic
Kuka i gapt
Kuka dis Gapt

Windows driver

Ui arver
MAC straculeri

o

Etiket dizayn program:
Barkod yazm dilleri

Kod Sayfalan

el yaz tpler
(8itmap yaz! tiplert)

Vilenebile yaz tplert

Desteklenen grafik bigimleri

iy

kS

Opsiyonel Secenekler

5ec~40°C
20°C ~ 50 °C
%30 ~ %85
%10 ~ %90

Ara bosluklu, ekl form, biack mark (siyah czgi le ayniis) veya deliki etket
254 mm ~ 118 mm

0.06 ~ 0.25 mm

25,4 mm , 38,1 mn veya 76,2 mm

127 mm (En fazia)

Wax , Wax/Resin, Resin
Dig sanm

300 metre (En facia)
30 mm ~ 110
254 mm

68

Win XP / Vista / 7/ 8 /5.1 / Win 10, Windows Server 2003 / 2008 / 2012 (32 Bt
BG4 B

ar

Var

Win CE, .NET, Andriod, Windows Hobile, Windows 2000 / XP / VISTA /7 /881
Qlabe IV ve Golabel (Ucretsiz) (Yalnizca EZPL modunda)

EZPL, GEPL ve GZPL (Auto Switch)

Codepage 437, 850, 851, 852, 855, 857, 860, 861, 862, 863, 865, 866, 669, 737
Windows 1250, 1251, 1252, 1253, 1254, 1255, 1257, Unicode (UTF8, UTF16)

6,8, 10, 12, 14, 18, 24, 30, 16X26 and OCRA & B

Bitmap fonts 90°, 180¢, 270° rotatable, single characters 90°, 180°, 270°
rotatable

Bitmap fants § times expandable in horizontal and vertical directions
Scalable Fonts: 90°, 180°, 270° rotatable

Bitmap fonts: 90°, 180°, 270° rotatable, single characters 90°, 180°, 270°
rotatable

Asian Fonts: 907, 180, 270° rotatable and § times expandable In horizontal and
vertical directions

Scalale Fonts: 90°, 180°, 2707 rotatable.
PO, BIP e v

il iarak vikleneblen arafi tiplerl

Code 39, Code 93, EAN § /13 (acd 0n 2 & 5), UPC AVE (dd on 2 & 5), 1 2of 5 &1
555 with Shipping Bearer Bars, Codabar, Code 128 (subset A, B, C), EAN 128,
RPS 128, UCC. 126, UCC/EAN- 128 K-Mart, Random Weight, Post NET, ITF 14,
China Postal Cotie, HIBC, NI, Piessey, Telepen, FIM and GS1 DataBar

PDF417, Datornatrix code, MaxiCode, QR code, Micro PDF417, Micro QR code and
Aatec cade

Kesici unies:

Etket siirma rnitest

Hanel efiket dnites: (Max. 250 mim dis gapindaki etiketler igin)

Haric etk sarra reest B




